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CONTRACTOR SUPPLIED 18/3 AWG 
24 VOLT CONTROL WIRE TO THE 

OUTDOOR CONDENSER

HEAT EXCHANGER SPECIFICATIONS

COMPLETE 

CHILLER UNIT 

MODEL NO.

INDOOR HEAT 

EXCHANGER 

MODEL NO.

NOMINAL            

HP / BTUH / KW

DIMENTIONS (IN) *PROCESS WATER      

MIN / MAX FLOW RATE 
(GPM)

REFRIGERANT                       

CONNECTION SIZE      

HI / LOW (ODF)
A B C

MT-1 SPLIT HX-24DX 2 / 24K / 7 17 1/2 18 1/2 28 20 / 40 3/8" / 5/8"

MT-3 SPLIT HX-36DX 3 / 36K / 10.5 25 26 35 20 / 40 3/8" / 5/8"

MT-5 SPLIT HX-48DX 4 / 48K / 14 32 1/2 33 1/2 43 30 / 60 3/8" / 1 1/8"

MT-8 SPLIT HX-60DX 5 / 60K / 17.5 40 41 50 30 / 60 3/8" / 1 1/8"

*NOTE: FOR WATER TEMPERATURE 55 °F AND BELOW WATER FLOW RATE MUST BE CLOSE TO THE MAXIMUM.
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